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SPECIFICATIONS
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I PCB LAYOUT
COMPONENT SIDE

ELECTRICAL:

CONTACT RATING:
CONTACT RESISTANCE:
INSULATION RESISTANCE:
DIELECTRIC STRENGTH:
MECHANICAL:
LIFE:
ENVIRONMENTAL:

OPERATING TEMPERATURE:
STORAGE TEMPERATURE:

1.5A AT 125 VAC

30 MILLIOHMS MAX.

500 MEGOHMS MIN. AT 500 VDC
1000 VRMS FOR 1 MINUTE

750 CYCLES MIN.

0°C TO 70°C
—40°'C TO +85°C

MATERIAL:
HOUSING: GLASS FILLED POLYESTER, UL94V-0
TERMINALS: PHOSPHOR BRONZE, 0.35t

PLATING: CONTACT AREA — SELECTIVE GOLD PLATING OVER
NICKEL OVER TIN

TERMINATION AREA — 100 UIN TIN OVER NICKEL

REGULATORY:
= 16.56 - ' 17.50 | UL RECOGNIZED COMPONENT. UL FILE NO. E147880.
| 15.78 i i 15.26 i PART NUMBER BUILDER:
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| 1. 15 PIN. Au 7. GRAY
, 2. 30 YIN. Au 8. ORANGE
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